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EN �6�W�D�Q�G�E�\���7�L�P�H

1 - 99 min

EN Offset

-40 - 40 °C
-72 - 72 °F

EN temperature units
 

-
C/°F

EN lock function

UNLOCK

UNLOCK

1-999
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Read these instructions and the safety 
guidelines carefully before starting up the unit 
and starting work.

�)�D�L�O�X�U�H���W�R���R�E�V�H�U�Y�H���W�K�H���V�D�I�H�W�\���U�H�J�X�O�D�W�L�R�Q�V���U�H�V�X�O�W�V���L�Q���D���U�L�V�N���W�R��
life and limb.

Keep these instructions in a place that is accessible to all 
users. Please adhere to the operating instructions of the 
connected devices.

Safety information

�7�K�L�V���D�S�S�O�L�D�Q�F�H���F�D�Q���E�H���X�V�H�G���E�\���F�K�L�O-
�G�U�H�Q���D�J�H�G���I�U�R�P�������\�H�D�U�V���D�Q�G���D�E�R�Y�H��
�D�Q�G���S�H�U�V�R�Q�V���Z�L�W�K���U�H�G�X�F�H�G���S�K�\�V�L�F�D�O����
�V�H�Q�V�R�U�\���R�U���P�H�Q�W�D�O���F�D�S�D�E�L�O�L�W�L�H�V���R�U���O�D�F�N���R�I��
�H�[�S�H�U�L�H�Q�F�H���D�Q�G���N�Q�R�Z�O�H�G�J�H���L�I���W�K�H�\���K�D�Y�H��
been given supervision or instruction 
concerning use of the appliance in a 
�V�D�I�H���Z�D�\���D�Q�G���X�Q�G�H�U�V�W�D�Q�G���W�K�H���K�D�]�D�U�G�V��
�L�Q�Y�R�O�Y�H�G�����&�K�L�O�G�U�H�Q���V�K�D�O�O���Q�R�W���S�O�D�\���Z�L�W�K��
the appliance.
Cleaning and user maintenance shall 
�Q�R�W���E�H���P�D�G�H���E�\���F�K�L�O�G�U�H�Q���Z�L�W�K�R�X�W���V�X�S�H�U-
vision.
Keep other persons well away from your workplace. 
The work area is out of bounds for children and unauthorised 
persons. Never allow other persons to touch the soldering 
tool or cable. 

 WARNING   Electrical shock
Connecting the control unit incorrectly poses a risk of 
injury due to electric shock and can damage the device. 
• �&�D�U�H�I�X�O�O�\���U�H�D�G���W�K�H���D�W�W�D�F�K�H�G���V�D�I�H�W�\���L�Q�I�R�U�P�D�W�L�R�Q�����W�K�H���V�D�I�H�W�\��

�L�Q�I�R�U�P�D�W�L�R�Q���D�F�F�R�P�S�D�Q�\�L�Q�J���W�K�H�V�H���R�S�H�U�D�W�L�Q�J���L�Q�V�W�U�X�F�W�L�R�Q�V���D�V��
�Z�H�O�O���D�V���W�K�H���R�S�H�U�D�W�L�Q�J���L�Q�V�W�U�X�F�W�L�R�Q�V���I�R�U���\�R�X�U���F�R�Q�W�U�R�O���X�Q�L�W���E�H�I�R�U�H��
putting the control unit into operation and observe the 
�V�D�I�H�W�\���S�U�H�F�D�X�W�L�R�Q�V���V�S�H�F�L�¿�H�G���W�K�H�U�H�L�Q��

• �2�Q�O�\���F�R�Q�Q�H�F�W���:�(�/�/�(�5���W�R�R�O�V��

If the device is faulty, active electrical conductors may be 
bare or the PE conductor may not be functional.
• �5�H�S�D�L�U�V���P�X�V�W���D�O�Z�D�\�V���E�H���U�H�I�H�U�U�H�G���W�R���D���:�H�O�O�H�U���W�U�D�L�Q�H�G��

specialist.

• �,�I���W�K�H���H�O�H�F�W�U�L�F�D�O���W�R�R�O�µ�V���S�R�Z�H�U���V�X�S�S�O�\���F�R�U�G���L�V���G�D�P�D�J�H�G�����L�W���P�X�V�W��
�E�H���U�H�S�O�D�F�H�G���Z�L�W�K���D���V�S�H�F�L�D�O�O�\���S�U�H�I�D�E�U�L�F�D�W�H�G���S�R�Z�H�U���V�X�S�S�O�\��
cord available through the customer service organisation.

Protect yourself against electric shocks. The handles on 
soldering tools with an antistatic design are conductive.

• Avoid touching earthed objects such as pipes, heaters, 
cookers and refrigerators.

• Do not use the soldering tool in a damp or wet environment.

• �1�H�Y�H�U���Z�R�U�N���R�Q���Y�R�O�W�D�J�H���F�D�U�U�\�L�Q�J���S�D�U�W�V��

• Caution! To provide continued protection against risk of 
�H�O�H�F�W�U�L�F���V�K�R�F�N�����F�R�Q�Q�H�F�W���W�R���S�U�R�S�H�U�O�\���J�U�R�X�Q�G�H�G���R�X�W�O�H�W�V���R�Q�O�\��

 WARNING   Risk of burns
Risk of burns from the soldering tool while the control 
unit is operating. Tools may still be hot long after they 
have been switched off.
The soldering tip becomes very hot during soldering 
work. There is a risk of burns from touching the tips. 
After the soldering process, the soldering tool and the 
workpiece holder are still hot.
�.���(�S�^�H�`�Z���W�S�H�J�L���[�O�L���Z�V�S�K�L�Y�P�U�N���[�V�V�S���P�U���[�O�L���Z�H�M�L�[�`���Y�L�Z�[���^�O�P�S�L���U�V�[��

�P�U���\�Z�L�����4�H�R�L���Z�\�Y�L���[�O�L���Z�H�M�L�[�`���O�V�S�K�L�Y���P�Z���Z�[�H�I�S�L��

�.���+�V���U�V�[���[�V�\�J�O���[�O�L���O�V�[���Z�V�S�K�L�Y�P�U�N���[�P�W�Z���H�U�K���R�L�L�W���[�O�L�T���H�^�H�`��
�M�Y�V�T���P�U�Å�H�T�T�H�I�S�L���V�I�Q�L�J�[�Z����

�.���6�U�S�`���Y�L�W�S�H�J�L���Z�V�S�K�L�Y���[�P�W�Z���^�O�L�U���J�V�S�K
Risk of burning through liquid solder. Protect yourself 
against solder splashes.
�.���>�L�H�Y���H�W�W�Y�V�W�Y�P�H�[�L���W�Y�V�[�L�J�[�P�]�L���J�S�V�[�O�P�U�N���[�V���W�Y�V�[�L�J�[���`�V�\�Y�Z�L�S�M��

�H�N�H�P�U�Z�[���I�\�Y�U�Z�����7�Y�V�[�L�J�[���`�V�\�Y���L�`�L�Z���I�`���^�L�H�Y�P�U�N���L�`�L��
�W�Y�V�[�L�J�[�P�V�U��

�.���>�O�L�U���^�V�Y�R�P�U�N���^�P�[�O���H�K�O�L�Z�P�]�L�Z�����Z�W�L�J�P�H�S���H�[�[�L�U�[�P�V�U���T�\�Z�[���I�L��
�W�H�P�K���[�V���[�O�L���^�H�Y�U�P�U�N���P�U�M�V�Y�T�H�[�P�V�U���W�Y�V�]�P�K�L�K���I�`���[�O�L���H�K�O�L�Z�P�]�L��
�T�H�U�\�M�H�J�[�\�Y�L�Y��
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Technical Data

soldering station WE 1

Dimensions L x W x H (mm)

(Inch)

150 x 125 x 100

5,91 x 4,92 x 3,94

Weight (kg) 1,9

�0�D�L�Q�V���V�X�S�S�O�\���Y�R�O�W�D�J�H����( V / Hz) 230 / 50/60 
120 / 60 
100 / 50/60

Power consumption (W) 85

�6�D�I�H�W�\���F�O�D�V�V I, antistatic housing 
III, Soldering tool

Temperature range  
Tool dependent

(°C)

(°F)

100 - 450 
200 - 850

�7�H�P�S�H�U�D�W�X�U�H���D�F�F�X�U�D�F�\(°C/°F) Average tip tem-
perature can be 
„offset“ to +/- 5°C 
(+/-°9F) at idle with 
no load

�7�H�P�S�H�U�D�W�X�U�H���V�W�D�E�L�O�L�W�\(°C/°F) ± 6 / ± 10

Soldering iron WEP 70

Temperature range (°C / °F) 50-450

Power consumption (W) 70

�0�D�L�Q�V���V�X�S�S�O�\���Y�R�O�W�D�J�H��(V AC) 23

Heat-up time  
(50°C to 350°C) (120°F to 
660°F)

(s) 28

Tip top condition ET

�6�X�S�S�O�\���X�Q�L�W WE 1
Subject to technical alterations and amendments.

Temperature performance
The soldering tool has an internal usage sensor which can 
�E�H���X�V�H�G���W�R���V�H�W���D�Q���D�X�W�R�P�D�W�L�F���V�Z�L�W�F�K���R�I�I���I�X�Q�F�W�L�R�Q�����6�W�D�Q�G���E�\������
The settings can be found in the station’s operating instruc-
tions. 

User groups
Due to differing degrees of risk and potential hazards, sever-
�D�O���Z�R�U�N���V�W�H�S�V���P�D�\���R�Q�O�\���E�H���S�H�U�I�R�U�P�H�G���E�\���W�U�D�L�Q�H�G���H�[�S�H�U�W�V��

Work step User groups

Default soldering para-
meters

Specialist personnel with 
technical training

Replacing electrical repla-
cement parts

Electricians

Default maintenance 
intervals

�6�D�I�H�W�\���H�[�S�H�U�W

Operation 
Filter change

Non-specialists

Operation 
Filter change 
Replacing electrical 
replacement parts

Technical trainees under 
the guidance and supervi-
sion of a trained expert

Care and maintenance

 WARNING   

Before doing any work on the machine, pull 
the plug out of the socket. Leave the unit to 
cool down.

Check all connected cables and hoses on a regular basis. If 
�S�R�Z�H�U���W�R�R�O�V���D�U�H���G�D�P�D�J�H�G�����W�K�H�\���P�X�V�W���E�H���L�P�P�H�G�L�D�W�H�O�\��
removed from use.

�2�Q�O�\���U�H�S�O�D�F�H���W�K�H���V�R�O�G�H�U�L�Q�J���W�L�S�V���Z�K�H�Q���W�K�H�\���D�U�H���F�R�O�G��

�7�K�H���V�R�O�G�H�U�L�Q�J���W�R�R�O���P�X�V�W���E�H���O�H�I�W���V�Z�L�W�F�K�H�G���R�I�I���L�Q���W�K�H���V�D�I�H�W�\���U�H�V�W��
for at least 3 minutes until the soldering tip has cooled down. 
The LED status indicator must be at „OFF“.

Keep the heat transfer surfaces of the soldering tip and 
heating element clean. The heating element must not come 
into contact with soldering tin.

Repairs must always be referred to a Weller-trained 
specialist.

�8�V�H���R�U�L�J�L�Q�D�O���U�H�S�O�D�F�H�P�H�Q�W���S�D�U�W�V���R�Q�O�\�� 

Warranty
�&�O�D�L�P�V���E�\���W�K�H���E�X�\�H�U���I�R�U���S�K�\�V�L�F�D�O���G�H�I�H�F�W�V���D�U�H���W�L�P�H���E�D�U�U�H�G��
�D�I�W�H�U���D���S�H�U�L�R�G���R�I���R�Q�H���\�H�D�U���I�U�R�P���G�H�O�L�Y�H�U�\���W�R���W�K�H���E�X�\�H�U�����7�K�L�V��
�G�R�H�V���Q�R�W���D�S�S�O�\���W�R���F�O�D�L�P�V���E�\���W�K�H���E�X�\�H�U���I�R�U���L�Q�G�H�P�Q�L�¿�F�D�W�L�R�Q���L�Q��
accordance with §§ 478, 479 BGB (German Federal Law 
Gazette).

�:�H���V�K�D�O�O���R�Q�O�\���E�H���O�L�D�E�O�H���I�R�U���F�O�D�L�P�V���D�U�L�V�L�Q�J���I�U�R�P���D���Z�D�U�U�D�Q�W�\��
�I�X�U�Q�L�V�K�H�G���E�\���X�V���L�I���W�K�H���T�X�D�O�L�W�\���R�U���G�X�U�D�E�L�O�L�W�\���Z�D�U�U�D�Q�W�\���K�D�V���E�H�H�Q��
�I�X�U�Q�L�V�K�H�G���E�\���X�V�H���L�Q���Z�U�L�W�L�Q�J���D�Q�G���X�V�L�Q�J���W�K�H���W�H�U�P���Ä�:�D�U�U�D�Q�W�\�³��

�7�K�H���Z�D�U�U�D�Q�W�\���V�K�D�O�O���E�H���Y�R�L�G���L�I���G�D�P�D�J�H���L�V���G�X�H���W�R���L�P�S�U�R�S�H�U���X�V�H��
�D�Q�G���L�I���W�K�H���G�H�Y�L�F�H���K�D�V���E�H�H�Q���W�D�P�S�H�U�H�G���Z�L�W�K���E�\���X�Q�D�X�W�K�R�U�L�V�H�G��
persons.

EN ENGLISH
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ENENGLISH

Symbols

Caution!

Warning! Risk of burns!

Read the operating instructions!

ESD-compatible design and ESD-compatible 
workstation

�%�H�I�R�U�H���S�H�U�I�R�U�P�L�Q�J���Z�R�U�N���R�I���D�Q�\���N�L�Q�G���R�Q���W�K�H���X�Q�L�W����
�D�O�Z�D�\�V���G�L�V�F�R�Q�Q�H�F�W���W�K�H���S�R�Z�H�U���S�O�X�J���I�U�R�P���W�K�H��
socket.

�6�D�I�H�W�\���W�U�D�Q�V�I�R�U�P�H�U

�&�(���P�D�U�N���R�I���F�R�Q�I�R�U�P�L�W�\

Disposal
Do not dispose of electric tools together with 
household waste material! In observance of 
European Directive 2012/19/EU on waste 
electrical and electronic equipment and its 
implementation in accordance with national 
law, electric tools that have reached the end 
�R�I���W�K�H�L�U���O�L�I�H���P�X�V�W���E�H���F�R�O�O�H�F�W�H�G���V�H�S�D�U�D�W�H�O�\���D�Q�G��
�U�H�W�X�U�Q�H�G���W�R���D�Q���H�Q�Y�L�U�R�Q�P�H�Q�W�D�O�O�\���F�R�P�S�D�W�L�E�O�H��
�U�H�F�\�F�O�L�Q�J���I�D�F�L�O�L�W�\��

Original declaration of conformity
soldering station WE 1
Soldering iron WEP 70

We hereby declare that the products described herein 
comply with the following guidelines:
2014/35/EU, 2014/30/EU, 2011/65/EU (RoHS)

Applied harmonised standards:
DIN EN 60335-1: 2012-10 
DIN EN 60335-2-45: 2012-08 
DIN EN 62233: 2008-11 / 2009-04 
DIN EN 55014-1: 2012-05 
DIN EN 55014-2: 2016-01 
DIN EN 61000-3-2: 2015-03 
DIN EN 61000-3-3: 2014-03 
DIN EN 50581:2013-02

    Besigheim, 2017-05-04  

 
�7�����)�L�V�F�K�H�U���� �%���)�U�•�K�Z�D�O�G
Technical director Managing director

Authorised to compile technical documentation.




